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CHEESE CONTAINER, CHEESE BLOCK AND
METHOD OF BRANDING CHEESE

RELATED PATENT APPLICATION &
INCORPORATION BY REFERENCE

This application is a divisional application of U.S. appli-
cation Ser. No. 10/956,600, entitled “CHEESE CON-
TAINER, CHEESE BLOCK & METHOD OF BRANDING
CHEESE,” filed Oct. 1, 2004. This related application is
incorporated herein by reference and made a part of this
application. Moreover, any and all U.S. patents, U.S. patent
applications, and other documents, hard copy or electronic,
cited or referred to in this application are incorporated herein
by reference and made a part of this application.

BACKGROUND OF INVENTION

A block of cheese is typically formed by depositing mal-
leable cheese into a container, such as a truncated, conically
shaped bucket. The malleable cheese may be heated above
normal room temperature to a liquid or paste-like state, and in
this state, deposited in the container. The heated cheese is
allowed to cool and harden into a block of cheese that has a
shape that conforms to the interior of the container. The block
of cheese is then removed from the container and sliced into
smaller pieces that are sold either packaged or unpackaged.
Examples of cheese molds are disclosed in U.S. Pat. No.
4,437,787 and U.S. Pat. No. 5,065,671 and an example of a
container lid that may be used with cheese containers is
disclosed in U.S. Pat. No. 5,626,251.

SUMMARY OF INVENTION

This invention has one or more features as discussed sub-
sequently herein. After reading the following section entitled
“DETAILED DESCRIPTION OF SOME EMBODIMENTS
OF THIS INVENTION,” one will understand how the fea-
tures of this invention provide its benefits. The benefits of this
invention include, but are not limited to: (1) a low cost,
convenient way to brand cheese blocks and cheese slices, (2)
branded cheese blocks made concurrent with the manufacture
of the cheese block during molding, (3) branded, approxi-
mately one pound cheese slices formed during cutting of a
block of cheese in a conventional manner. Without limiting
the scope of this invention as expressed by the claims that
follow, some, but not necessarily all, of its features are:

One feature of this invention is a cheese block having an
external side including at least one longitudinal marking
formed during the molding of the cheese block. The cheese
block may be substantially in the form of a truncated cone. In
one embodiment of this invention, the cheese block has a
display end bearing a brand marking formed during the mold-
ing of the cheese block and a base end opposite the display
end that is adapted to be placed on a flat support surface. In
another embodiment of this invention, a cheese block is pro-
vided that includes at least one longitudinal marking formed
during the molding of'the cheese block in the side of the block
and a display end bearing a brand marking formed during the
molding of the cheese block. In one embodiment, the cheese
block weighs substantially 20 pounds and is cut into quarters
and the quarters cut into five stacked sections to form twenty
cheese slices each weighing substantially one pound. The
cheese block may be substantially in the form of a truncated
cone.

Two, this invention also includes bucket used during the
process of molding a cheese block of this invention. The
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bucket includes a floor and a sidewall extending from the floor
and terminating in an outer edge defining an open mouth. The
sidewall forms within the bucket an internal cavity having an
interior surface with at least one longitudinal divider member
thereon. This divider member serves a branding element. In
one embodiment of this invention, the divider member is an
inwardly projecting rib, and in another embodiment the
divider member is a groove in the sidewall having an inwardly
facing, open entryway. The sidewall may taper outward from
the floor, and the internal cavity maybe configured as a trun-
cated cone. In one embodiment of the bucket of this invention
there are twelve equally spaced apart, divider members that
may be substantially parallel. The bucket may have a volume
of substantially 2.2 gallons. In an embodiment of the bucket
of this invention, the bucket has a floor with a branding
element thereon that forms a brand marking on a bottom of
the block of cheese and does not include any divider members
on the bucket’s sidewall.

Three, this invention also includes a container holding a
block of cheese therein. It includes a bucket as discussed
above and aremovable lid sealing the bucket’s open mouth. In
one embodiment of the invention, the bucket’s sidewall may
have a plurality of longitudinal divider members therecon. The
block of cheese fills substantially completely the bucket’s
internal cavity with an external side surface portion of the
block in contact with the divider members. The divider mem-
bers form longitudinal brand markings on the external side
surface portion of the cheese block. In another embodiment,
the bucket’s floor includes a branding element and there are
no divider members on the bucket’s sidewall. In still another
embodiment, the bucket has branding elements both on its
floor and sidewall.

Four, this invention also includes a method of branding a
cheese block or cheese slice, or both. In one embodiment, the
method comprises:

(a) depositing cheese in the type of bucket discussed above
bucket to form within the bucket a block of cheese, and

(b) removing the block of cheese from the bucket; the
block, upon removal from the bucket, having on an exterior
surface either a longitudinal brand marking on its side or on
its top surface or both, formed by branding elements within
the bucket.

After removal from the bucket, the brand marking formed
on the surfaces of the cheese block are visible. The cheese
block may be cut into a plurality of individual slices. If the
divider members are on a sidewall of the bucket, longitudinal
brand markings are formed on a side of the cheese block. Each
slice may have thereon a segment of at least one of these
marking. If only a branding element on the bucket’s floor is
used, only the top surface of the cheese block will bear a brand
marking.

DESCRIPTION OF DRAWINGS

Some embodiments of this invention, illustrating all its
features, will now be discussed in detail. These embodiments
depict the novel and non-obvious cheese container, cheese
block, and branding method of this invention as shown in the
accompanying drawing, which is for illustrative purposes
only. This drawing includes the following figures (Figs.), with
like numerals indicating like parts:

FIG.1is an exploded, perspective view of one embodiment
of the container of this invention.

FIG. 1A is fragmentary, cross-sectional view taken along
line 1A-1A in FIG. 1 with the container’s lid attached and
sealed.
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FIG. 1B is a cross-sectional view taken along line 1B-1B in
FIG. 1.

FIG. 1C is an enlarged fragmentary view taken along line
1C in FIG. 1A.

FIG. 1D is an enlarged fragmentary view of a tear strip
prior to being removed from the lid of the container of this
invention shown in FIG. 1.

FIG. 2 is a diagram illustrating a process for depositing
cheese within the container shown in FIG. 1.

FIG. 3 is perspective view of a block of cheese formed by
the process depicted in FIG. 2 using the container shown in
FIG. 1.

FIG. 3A is a bottom view of the cheese block taken along
line 3A-3A in FIG. 3 showing twelve (12) longitudinal
grooves in the side of'the cheese block, all the grooves having
a substantially V-shape.

FIG. 3B is a bottom view of another embodiment of the
cheese block of this invention showing twelve (12) longitu-
dinal grooves in the side of the cheese block, eight (8) grooves
having a substantially V-shape and four (4) grooves having a
substantially semi-circular shape.

FIG. 3C is a bottom view of another embodiment of the
cheese block of this invention showing twelve (12) longitu-
dinal grooves in the side of the cheese block, eight (8) grooves
having a substantially V-shape and four (4) grooves having a
substantially U-shape.

FIG. 3D is cross-sectional view taken along line 3D-3D of
FIG. 3.

FIG. 4 is perspective view of a prior art block of cheese.

FIG. 4A is a perspective view of a prior art slice of cheese
cut from the block of cheese shown in FIG. 4.

FIG. 5 is a perspective view of a block of cheese formed
from a container similar to that shown in FIG. 1 except there
is no brand marking used on the bottom of the container
forming this cheese block.

FIG. 5A is perspective view of a slice of cheese taken from
the block of cheese shown in FIG. 5.

FIG. 6 is a perspective view of another embodiment of a
block of cheese according to this invention having eight (8)
substantially V-shaped, longitudinal grooves in the side of the
cheese block and no brand marking used on the bottom of the
container forming this cheese block.

FIG. 6A is perspective view of a slice of cheese taken from
the block of cheese shown in FIG. 6.

FIG. 6B is a bottom view of the cheese block shown in FIG.
6 taken along line 6B-6B of FIG. 6.

FIG. 7 is a perspective view of another embodiment of a
block of cheese according to this invention having a single
brand marking of its top surface and no brand markings on its
side.

FIG. 7A is a cross-sectional view taken along line 7A-7A
of FIG. 7.

FIG. 8 is a perspective view of a block of cheese according
to another embodiment of this invention having twelve (12)
substantially V-shaped, outwardly projecting, longitudinal
ribs along the side of the cheese block.

FIG. 8A is bottom view taken along line 8 A-8A of FIG. 8.

FIG. 8B is a bottom view of another embodiment of the
cheese block of this invention showing eight (8) substantially
V-shaped, outwardly projecting, longitudinal ribs along the
side of the cheese block and four (4) substantially semi-
circular shape, longitudinal grooves in the side of the cheese
block.

FIG. 8C is a bottom view of another embodiment of the
cheese block of this invention showing eight (8) substantially
V-shaped, outwardly projecting, longitudinal ribs in the side
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of the cheese block and four (4) substantially U-shaped, lon-
gitudinal grooves in the side of the cheese block.

FIG. 8D is a bottom view of another embodiment of the
cheese block of this invention showing four (4) substantially
V-shaped, outwardly projecting, longitudinal ribs in the side
of'the cheese block and four (4) substantially V-shaped, lon-
gitudinal grooves in the side of the cheese block.

FIG. 9 is a perspective view of a slice of cheese taken from
the block of cheese shown in FIG. 8B.

FIG. 10 is a perspective view of a slice of cheese from the
block of cheese shown in FIG. 8D.

PRIOR ART

As depicted in FIGS. 4 and 4A, one method of merchan-
dising cheese is to sell at wholesale to delicatessens, or other
retailers, a cheese block 200 weighing about 20 pounds,
which the retailer cuts into twenty (20) slices 202 (only one
shown) weighing about 1 pound each. Typically, two or three
cheese blocks 200 of the same brand are displayed in a row,
from front to back of a display case (not shown), usually with
aglass front and open back. If any brand identification is used,
it comprises sign placed in close proximity to the cheese
block 200 to identify the source of the cheese block. The
cheese block 200 and the individual slices 202 do not carry
any brand identification or marking, that is, a trademark.

The cheese block 200 comes in a sealed bucket (not shown)
with smooth internal surfaces so the exterior of the cheese
block 200 has a smooth external surface S1. The retailer
removes the cheese block 200 from the bucket by detaching
its lid (not shown) and inverting the bucket so the cheese
block slides from the open mouth (not shown) of the bucket.
The cheese block 200 is stood on its large flat end E1 that is
adjacent the mouth of the bucket when the block is contained
within the bucket. The top end E2 of the cheese block 200,
which abuts the inside bottom of the bucket when the block is
contained within the bucket, is now exposed to view.

The cheese block 200 is usually cut longitudinally along
planes 204a and 2045 that intersect at right angles, severing it
into four equally sized quarter blocks 206. The quarter blocks
206 may then be cut along four (4) parallel latitudinal planes
208, severing each of the quarter blocks 206 into five substan-
tially equally thick sections 210. This creates twenty (20)
individual, wedge-shaped slices 202 of cheese. As cheese
slices 202 are sold, the slices are typically taken from the rear
of the cheese block 200. When one entire cheese block 200 is
sold, a new cheese block is now placed in the front of the
display case. After cutting the cheese block 200, one or more
individual slices 202 may be removed from the severed block
and placed in the display case adjacent the cheese block.

DETAILED DESCRIPTION OF SOME
EMBODIMENTS OF THIS INVENTION

As shown in FIG. 2, a cheese block 34 (FIG. 3) according
to one embodiment of this invention is formed and branded by
first depositing malleable cheese 37 into a bucket 10 (FIGS. 1,
1A and 1B) made according to this invention. The bucket 10
is used as a mold to form the cheese block 34, which upon
subsequent removal from the bucket 10 may be displayed for
sale by aretailer. The malleable cheese 37 may be heated such
that it is substantially in liquid or paste form and may be
poured into the bucket 10. Upon being deposited in the
bucket, the malleable cheese 37 substantially fills an internal
cavity 26 of'the bucket 10. The malleable cheese 37 is allowed
to cool and harden within the bucket 10 into the block 34. As
depicted best in FIGS. 1, 1A and 1C, a lid 12 may then be
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placed onto an open mouth 22 of the bucket 10 to provide a
sealed container 11 with the cheese block 34 contained
therein.

As discussed subsequently in greater detail, a cheese block
made in accordance with this invention bears a brand marking
on its top surface or its side or both. For example, a top end E3
of the cheese block 34 is marked with a trademark TM1
during the formation of the block by a branding element 43 on
an internal surface of a floor 16 of the bucket 10. This cheese
block 34 also has a brand marking on its side in the form of
grooves 36. In contrast, the cheese block 70 (FIG. 7) does not
have any brand markings on its side. The cheese blocks 70
(FIG.7), 80 (FIG. 6),and 100 (FIG. 8) are made in essentially
the same manner as the cheese clock 34 but employ slightly
different brand markings. The cheese blocks 34 and 100 have
the identical trademarks TM1 on their top surfaces but differ-
ent brand marking on their respective sides. The cheese block
70 has a trademark TM2 that is similar to the trademark TM1
but is made using a different type of branding element than
that used to make the trademarks TM1 so the trademark TM2
projects outward from its top surface as contrasted to the
trademark TM1 which is an indentation in its block’s top
surface. As illustrated in FIG. 5, the cheese block 345 is also
made in the manner illustrated in FIG. 2 and is essentially the
same as the cheese block 34 except it does not have any
trademark on its exposed top end E3, but has brand markings
on its side that are formed during manufacture.

FIGS. 1, 1A, 1B, and 1C depict one embodiment of the
sealed cheese container of this invention, namely, the cheese
container 11. The container 11 comprises the bucket 10 and
the lid 12 including a tear strip 14 integral with the lid and
formed along with the lid during its manufacture. This tear
strip 14 is manually removed to open the sealed container 11.
Prior to placing the lid 12 on the bucket 10, the bucket is filled
with malleable cheese 37 as discussed in connection with
FIG. 2. After filling the bucket 10 with the malleable cheese
37, the 1id 12 is forced onto the bucket 10 with an O-ring 13
seated on the bucket’s outer edge 18¢ defining an open mouth
22, sealing the container 11. The bucket 10 and lid 12 may
each be made from plastic using a conventional injection
molding process. A bucket and a lid made in this manner will
each be a unitary, integral structure.

The bucket 10 has a floor 16 and a sidewall 18 tapering
outward from the floor and terminating in the outer edge 18c¢.
The sidewall 18 has an inner side 18a and an outer side 18e.
The floor 16 has an interior side 164 and a base side 165 and
may be substantially flat and at a right angle to the longitudi-
nal axis X of the bucket 10. The sidewall 18 extends from the
interior side 164 of the floor 16 from a bottom end 185 of the
bucket to the outer edge 18¢. In this embodiment, the interior
side 16a of the floor 16 is substantially planar and has circular
shaped perimeter. This floor 16 may, however, have alternate
shapes such as, for example, concave or convex. Along the
outer side 18¢ are a pair of spaced apart ring-shaped, rein-
forcing walls W1 and W2 that are substantially at a right angle
to the bucket’s longitudinal axis X and slightly below the
open mouth 22. A lip 18/ at the open mouth 22 just above the
wall W1 is adjacent to an indented section IS in the sidewall
18.

In one embodiment, the outer side 18e of the sidewall 18
tapers outward at an angle greater than 90° from a bottom end
185 of the bucket 10 to the outer edge 18¢. Thus, the floor 16
and the sidewall 18 form a structure configured as a truncated
cone that establishes the volumetric capacity of the internal
cavity 26. In one embodiment, this volumetric capacity is
about 2.2 gallons. In an alternate embodiment, the sidewall 18
may taper outward at an angle less than 150° from the bottom

20

25

30

40

45

50

55

6

end 185 to the outer edge 18¢. The sidewall 18 may also be at
different angles with respect to the floor 16 along different
portions along the length of the sidewall. For example, it may
taper outward from the bottom end 185 to a point along the
length of the sidewall, typically about midway, then taper
inward towards the outer edge 18¢ until an upper portion (not
shown) of sidewall 18 is substantially perpendicular to the
floor 16.

As best shown in FIGS. 1A and 1C, the lid 12 and tear strip
14 are attached initially but in a manner that enables the tear
strip to be manually disconnected from the lid for removal of
the lid from the bucket 10. In other words, the tear strip 14 and
the lid 12 initially are an integral, unitary, one-piece structure.
The 1id 12 includes a circular shaped, substantially planar
cover portion 12a. On the underside of the cover portion 12a
are concentric, spaced apart, substantially parallel walls 30a
and 305 forming a broken U-shaped channel 30. The wall 305
has an upper edge 304 integral with the perimeter of the cover
portion 12a. The walls 30a and 305 form a U-shaped channel
30 and the O-ring 13 is lodged in this U-shaped channel 30,
being pressed snugly against the edge 18¢ at the open mouth
22 when the lid 12 is forced onto this edge 18¢. The wall 305
has an undulating lower edge 30c¢ that is integral with a
matching, undulating upper edge 14¢ of the tear strip 14.
These edges 30c¢ and 14¢ are initially attached along a junc-
tion 14a where these edges meet. A tear line in the form of a
slit (not shown) that partially severs the joined together 1id 12
and tear strip 14 along the junction 14a is created during the
molding process.

As depicted best in FIG. 1D, opposed ends 144 and 14e of
the tear strip 14 are initially attached together and abutting
each other. These opposed ends 144 and 14e are initially
connected at a junction J comprising a tear line in the form of
a slit 13 that partially severs the tear strip at this junction so
these ends are easily separated. The tear strip 14 has a slanted
inner surface 14g (FIG. 1C) that terminates at a pointed inner
edge 14c¢ that engages the underside of the lip 187 at the open
mouth 22 when the 1id 12 is forced onto the bucket 10 to cover
and seal the container 11. As the lid 12 with the attached tear
strip 14 is forced onto the edge 18¢, the wall 3056 flexes
outward and the slanted surface 14g of the tear strip 14 moves
over this edge 18¢ until the pointed inner edge 14f'is next to
the lip 187 The wall 305 then flexes inward and the pointed
inner edge 14¢ snaps into engagement with the underside of
the lip 187 to lock the lid 12 to the bucket 10, pressing the
O-ring firmly against the edge 18¢. The tear strip 14, being
integral with the lid 12, also deforms as required as the lid is
placed on the open mouth 22 of the bucket 10. The tear strip
is detached from the cover portion 12a in order to remove the
lid 12.

To separate the tear strip 14 from the 1lid 12, the user
disconnects the ends 14d and 14e along the junction J and
grasps a portion of the tear strip 14, simultaneously pulling
the tear strip from the outer wall 306 with the tear strip
separating from the lid along the junction 14a. With the tear
strip 14 removed, the lid 12 may now be easily lifted off the
open mouth 22 of the bucket 10 because the pointed inner
edge 14¢ no longer engages the underside of the lip 18fat the
open mouth 22 of the bucket 12. With the lid 12 detached, the
O-ring 13 is removed from the open mouth 22. Since the tear
strip 14 cannot be reattached, the tear strip, or lack thereof,
may be used indicate whether the 1id 12 has been previously
removed, or that the bucket 10 is being reused.

A branding element in the form of one or more dividers on
the inside of the sidewall of a bucket are used to create a brand
marking on the side of a cheese block made according to this
invention. Typically, an even number of dividers are
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employed. As shown in FIGS. 1 and 1B, the inner side 184 of
the sidewall 18 contains twelve (12), longitudinal, equally
spaced apart dividers 24 in the form of V-shaped ribs. In this
embodiment, the dividers 24 project inward from the inner
side 18a with the apex A of the V pointing towards the
longitudinal axis X. The dividers 24 extend lengthwise from
at or near the floor 16 to at or near the outer edge 18¢ of the
sidewall 18. These dividers 24 also form a V-shaped groove
184 on the outer side 18e of the sidewall 18. At least some of
dividers 24 function as branding elements to form a brand
marking in the form of grooves 36 on the cheese block 34
(FIG. 3).

The floor 16 of the bucket 10 includes a branding element
43 in the form of an outlined pattern located on the interior
side 16a. As shown in FIGS. 3 and 3D, the branding element
43 impresses on the cheese block’s top surface 34a below this
top surface 34a the trademark TM1. The trademark TM1
created in the top surface 34a of the cheese block 34 (FIGS. 3
and 3E) is the mirror image of the configuration of the brand-
ing element 43. The branding element 43 in this embodiment
has lowered regions 43a and raised regions 4354 that are
formed into the desired pattern that serves as the trademark
TM1. Thus, the tops of raised regions R1 of the trademark
TM1 are level with the top surface 34¢ and correspond to the
lowered regions 436 of the branding element 43. The bottoms
34d ofthe lower regions R2 ofthe trademark TM1 are beneath
the surface 34a and correspond to the raised regions 435 of
branding element 43. Alternately, as shown in FIGS. 7 and
7A, abranding element (not shown) on the floor of a bucket is
configured so that the pattern of the trademark TM2 projects
outward from the top surface 34a of a cheese block 70. The
trademark TM2 is the mirror image of the branding element
on the floor of the container and includes raised regions 77a
that are above the top surface 34a of the cheese block 34a and
lowered regions 34d that are essentially level with the top
surface 34a. The bucket used to form the cheese block 70 does
not employ dividers in its sidewall and therefore there are no
brand markings on its side.

As discussed above and shown in FIG. 3, the hardened
cheese block 34 is removed from the bucket 10 by removing
the tear strip 14, detaching the lid 12, and inverting the bucket
10 so the block then slides out the mouth 22 of the bucket with
the bottom 345 of the cheese block resting on a flat surface.
The cheese block 34 has the same shape as the cavity 26 of the
bucket 10. In the one embodiment shown in FIG. 3, it also
includes the longitudinal grooves 36 formed by the dividers
24 (FIG. 1) on the exterior surface 35 of the cheese block 34.
When the cheese block 34 is displayed, the longitudinal
grooves 36 function as a trademark so customers may easily
identify the source of the cheese block. In one embodiment,
the cheese block 34 weighs from about 20.5 to about 21.5
pounds. Some of these grooves 36 are also used as guides for
slicing the cheese block 34 into quarter sections as discussed
below.

The cheese block 34 may be divided into smaller portions
or cheese slices 38 as depicted in FIG. SA. As illustrated in
FIG. 5, the cheese block 34 may be cut longitudinally along
interesting right angle planes 41a and 415 into four approxi-
mately equally sized quarter blocks 40 using two sets 36-1
and 36-2 of opposed grooves 36 as cutting guides. While
abutting each other after being cut along the interesting planes
41a and 4154, the quarter blocks 40 may then be cut along four,
approximately equally spaced apart, parallel latitudinal
planes 43a through 434 into five equally thick sections. Alter-
natively, the cheese block 34 may first be cut along the lati-
tudinal 43a through 434 into five equally thick sections, and
then while the five sections are stacked upon each other, the
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block is then cut longitudinally along the interesting planes
41a and 4156 into four quarters using the two sets 36-1 and
36-2 of opposed grooves 36 as cutting guides. In either case,
twenty (20) individual, wedge-shaped cheese slices 38 are
created. Each slice weighs substantially one pound. Each
slice 38 has along an outer brim 38a a pair of parallel seg-
ments 36x and 36y of adjacent grooves 36. These segments
36x and 36y of adjacent grooves 36 function as trademarks so
customers may easily identify the source of the cheese slice
38. Consequently, the presence of one or more of segments
36x and 36y along the brim 38, regardless of their cross-
sectional configuration or shape, serve as a trademark.

In accordance with this invention, a cheese block may
include one or more of the different types of brand markings
formed concurrently with the manufacture of the cheese
block. Namely, there may be (1) one or more brand markings
along the cheese block’s side and on its top surface (FIGS. 1
and 8), or (2) one or more brand markings only along the
block’s side (FIGS. 5 and 6), or (3) only have a brand marking
on the block’s top surface (FIG. 7). The brand markings along
the cheese block’s side may have different configurations, for
example in addition to being V-shaped, some or all of the
grooves may have a U-shape (FIG. 8C) or a semicircular
shape (FIG. 8B). Moreover, the brand markings along the
cheese block’s side may not be grooves but take other forms
such as, for example, one or more projections that extend
outward from the side of the cheese block such as shown in
FIGS. 8 through 8D. The number of the brand markings in the
side of a cheese block may also vary. It is not required that the
brand markings in the side of a cheese block be equally
spaced apart or that the number of brand marking be an even
number. For example, an arrangement of an odd number of
brand markings may be used so that when the cheese block is
cut into slices some cheese slices will have two brand mark-
ings while others only have a single brand marking.

In the one embodiment shown in FIG. 3B, a cheese block
50 has eight (8), V-shaped grooves 52 as well as four (4),
semi-circular shaped grooves 54. The semi-circular grooves
54 may be used as cutting guides, while the V-shaped grooves
52 function as brand markings. Alternatively, some of the
V-shaped grooves 52 may be used as cutting guides, while a
combination of V-shaped grooves 52 and semi-circular
grooves 54 are used as brand markings. In the one embodi-
ment shown FIG. 3C, a cheese block 60 has eight V-shaped
grooves 62 used as brand markings, as well as four U-shaped
grooves 64 used as cutting guides. Alternatively, some of the
V-shaped grooves 62 may be used as cutting guides, while a
combination of V-shaped grooves 62 and U-shaped grooves
64 are used as brand markings. In the one embodiment shown
FIGS. 6 and 6B, a cheese block 80 has eight, V-shaped
grooves, with the pairs of grooves identified by the numerals
72-1 and 72-2 being used as cutting guides 74 and the grooves
being identified by the numeral 76 serving as brand markings.
In the cheese block 80 only eight (8), spaced-apart V-shaped,
longitudinal grooves 76 are employed. They may be arranged
to provide only one segment of a groove 76 in the brim 88a of
a cheese slice 88 cut from the block 80.

FIGS. 8 and 8A illustrate one embodiment where a cheese
block 100 is formed having twelve V-shaped, outwardly pro-
jecting ribs 102. The outwardly projecting ribs 102 may be
created from a bucket having outwardly projecting V-shaped
portions (not shown) with open entryways in the sidewall of
a bucket. As discussed above, the ribs 102 may be used as
guides to cut the block of cheese 100 into four, equally-sized
quarter blocks, as well as brand markings. FIG. 8B illustrates
one embodiment of a cheese block 104 having eight (8)
outwardly-projecting ribs 106 and four (4) semi-circular
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grooves 108. The semi-circular grooves 108 may be used as
guides to cut the block 104 into four, equal-sized quarter
blocks, while the ribs 106 are used as brand markings. Alter-
natively, a pair of opposed ribs 106 may be used as cutting
guides, and a combination (not shown) of one rib 106 and one
semi-circular grooves 108 may be used as brand markings.
FIG. 8C illustrates one embodiment where a cheese block 110
is formed having eight (8), V-shaped ribs 112, and four (4)
U-shaped grooves 114. The U-shaped grooves 114 may be
used as guides to cut the block 110 into four, equal-sized
quarter blocks. FIG. 9 illustrates a cheese slice 116 produced
from the block 110 in FIG. 8C where two substantially par-
allel ribs 112a and 1124 are used as brand markings. Alter-
natively, opposed the V-shaped ribs 112 may be used as cut-
ting guides, and a combination (not shown) of U-shaped
grooves 114 and V-shaped ribs are used as brand markings.
FIG. 8D illustrates one embodiment where a cheese block
120 is formed having four (4) V-shaped grooves 122, and four
(4) V-shaped ribs 124. The grooves 122 are used as guides to
cut the block 120 into four, equal-sized quarter blocks, while
the ribs 124 are used as brand markings. FIG. 10 illustrates a
cheese slice 126 produced from the block 120 where a portion
126a of a rib functions as a brand marking. Alternatively, the
ribs 124 may be used as cutting guides while the grooves 122
function as brand markings.

SCOPE OF THE INVENTION

The above presents a description of the best mode contem-
plated of carrying out the present invention, and of the manner
and process of making and using it, in such full, clear, concise,
and exact terms as to enable any person skilled in the art to
which it pertains to make and use this invention. This inven-
tion is, however, susceptible to modifications and alternate
constructions from that discussed above which are fully
equivalent. Consequently, it is not the intention to limit this
invention to the particular embodiments disclosed. On the
contrary, the intention is to cover all modifications and alter-
nate constructions coming within the spirit and scope of the
invention as generally expressed by the following claims,
which particularly point out and distinctly claim the subject
matter of the invention:

The invention claimed is:
1. A method of branding a cheese slice comprising
depositing cheese in a bucket to form within the bucket a
block of cheese,
said bucket having a volume of substantially 2.2 gallons
and including a floor and a sidewall tapering outward
from the floor and terminating in an outer edge defin-
ing an open mouth,
said sidewall forming within the bucket an internal cav-
ity configured substantially as a truncated cone and
having an interior surface with equally spaced apart,
longitudinal divider members,
placing a lid on the open mouth and sealing to close the
bucket with the block of cheese therein,
removing the block of cheese from the bucket by detaching
the lid and inverting the bucket to allow the block of
cheese to slide from the open mouth,
upon removal from the bucket, said block of cheese having
onan exterior surface thereof longitudinal markings cor-
responding in position to the longitudinal divider mem-
bers,

5

10

20

30

35

40

45

50

55

10

cutting the block of cheese into wedge shaped slices using
at least some of the markings as guides with the marking
not used as guides serving as brand markings.

2. The method recited in claim 1 where at least some of the
divider members are inwardly projecting ribs.

3. The method recited in claim 2 where the ribs have a
substantially V-shape to form markings having a substantially
V-shaped cross-section.

4. The method recited in claim 1 where at least some of the
divider members are grooves having inwardly facing open
entryways.

5. The method recited in claim 1 where the sidewall forms
an angle with the floor of greater than 90° and less than 150°.

6. The method recited in claim 1 where the floor includes a
branding element thereon that forms a second brand marking
ona surface of the block of cheese, said second brand marking
being displayed upon resting said block on a side that is
opposite said surface of the block of cheese.

7. The method recited in claim 1 where the block of cheese
substantially weighs from 20.5 to 21.5 pounds.

8. The method recited in claim 7 where twenty slices of
cheese are provided, with each slice weighing substantially
one pound.

9. The method recited in claim 8 where there are twelve
divider members used to form twelve markings and the cut-
ting of the block of cheese into wedge shaped slices com-
prises

(1) first severing the block longitudinally into four quarters

using two pairs of opposed markings as guides and
(ii) then severing the quarters while said quarters are posi-
tioned adjacent each other along substantially equally
spaced apart, parallel latitudinal planes to cut the quar-
ters into five substantially equally thick sections,

whereby each slice has an outer brim having segments of at
least two adjacent markings, said segments serving as a
brand marking.

10. The method recited in claim 8 where there are twelve
divider members used to form twelve markings and the cut-
ting of the block of cheese into wedge shaped slices com-
prises

(1) first severing along substantially equally spaced apart,

parallel latitudinal planes to cut the block of cheese into
five substantially equally thick sections stacked upon
each other and
(i1) then while the sections are stacked upon each other,
severing the block longitudinally into four quarters
using two pairs of opposed markings as guides,

whereby each slice has an outer brim having segments of at
least two adjacent markings, said segments serving as a
brand marking.
11. A method of branding a cheese slice comprising
depositing cheese in a bucket having a plurality of internal
longitudinal divider members to form within the bucket
a block of cheese,

removing the block of cheese from the bucket, said block
upon removal from the bucket, having on an exterior
surface of the block external longitudinal brand mark-
ings formed by said divider members,

cutting the block into a plurality of individual slices with

each slice having a segment of at least one said brand
marking on an external surface thereof, said segment
serving as a brand marking on the cheese slice.

#* #* #* #* #*



